/\ IDAH0 DEPARTMENT
OF HEALTH AND WELFARE
h DIVISION OF
w ENVIBRONMENTAL QUALITY

1410 North Hiton. Bonn, 1D SITDE- 1055, [208) 3134-0507 Philig £, Batt. Govemnor

December 27, 19896

CERTIFIED MAIL #P 875 705 081

Jim Jaderholm, Safety/Industrial Engineer
Woodgrain Millwork, Incorporated

1201 West Karcher Road

Nampa, Idaho 83652

RE: Woodgrain Millwork, Incorporated (Nampa) - #9512-148-2
Tier 1Y Operating Permit ($027-00060)

Dear Mr. Jaderhoim:

On December 29, 1995, DEQ received a Tiey II Operating Permit (OP) application
from Woodgrain Millwork, Nampa, Idaho. The application was declared complete
on March 285, 19%6. On October 25, 1596, a proposed Tier II permit was issued
for public comment. The public comment period was from November 13, 1986,
through December 13, 1986. No comments were received.

Based on review of your application and state and federal rules and regulations,

DEQ finds thzs prozect meets the Provisions of IDAPA 16.01.01.400 (Rules for the
Therefore, enclosed is your Tier II 0P

{wQZ?IOOOGO} for theﬁem1351bn'sources that exist at the facility.

You, as well as any other entity, may have the right to appeal this final agency

action pursuant to the Idaho Department of Health and Welfare Rules, Title 5,
Chapter 3, "Rules Governing Contested Case Proceedings and Declaratory Rulings,”

by filing a petition with the Hearings Coordinater, Department of Health and

Welfare, Administrative Procedures Section, 450 West State Street - 10th Floor,
3oi§e! Idaho B83720~5450, within thirty~five (35) days of the date of this
ecision.

Please be advised that this operating permit is subject to permit application
fees of five hundred dollars ($580.00} in accordance with IDAPA 16.01.01.470.
IDAPA 16.01.01.470 became effective on March 7, 1985. Information regarding the
permit application fees will be sent to you shortly.

If you have any questions regarding the terms or conditions of the enclosed
pgggzt§7§lease contact Martin Bauver, Chief, Air Quality Permitting Bureau, at
{ } 0502,

Sincerely,

o, ;%ét,di, ,{EZZ¢{wx

Orville D. Green
Assistant Administrator
Alr & Hazardous Waste

CREPVMENVTAL Frd L Opermi tveodgrainiwdgraing, OOV
Enclosure

ce:r J. Palmer, Boise Regional Office
Source File
cor
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SPATE OF IDAHC FPERMIT NUMBER
AIR POLLUTION
OFERATING PERMIT Gizl7] -~ |CiCGiO]|&;0
AQCR CLASS Primary S1C Secondary SIC
2|1ei4 Aj2 Si413:1
GENERAL INFORMATION
ZONE T COORDINATE {km)
1i1 31312 ER 418, 2|7 Eﬂ
o bed Lo

¥ Ll

1. FERMITTEXR
Woodgrain Millwork, Incorporated {(Nampa)

2.  PROIECY
Tier II Operating Permit

3. ADDRESS TELEPHONE # COUNTY
1201 West Karcher Road {2081452~-3801 ext. 625 Canyon

4., QIm STATE 2IP CODE
Nampa Idaho . 83652

3. PFERSON TC CONTACY TETLE
Jim Jaderholm Safety/Tndustrial Zngineer

&, EXACT PLANT LOCATION
Portion of NE W of NE & Section 17, T3 North, RZW 3Bo0ise Meridian

7. GENERAL NATURE OF BUSINESS & XINDS OF PRODUCTS
boor Manufacturing

8. GENERAL CONDITIONS

This permit is issued according te the Rules for the Contrel of Air Pollution in
Idahke, Section 16.01.01.400 and pertains only to emissicns of air contaminants which
are regulated by the State of Icaho and to the sources specifically allowed to be
operated by this permit.

THIS PERMIT HEAS BEEN GRANTED ON THE BASIS OF DESIGN INFORMATION PRESENTED IN THE
APPLICATION AND DEQ'S TECHNICAL ANALYSIS OF THE SUPFLIED INFORMATION. CHANGES IN
DESIGN COR EQUIPMENT, THAT RESULT IN ANY CHANGE IN THE NATURE OR BAMOUNT OF EMISSIONS,
MAY BE A MODIFICATION. MODIPICATIONS ARE SUBJECT TO DEPARTMENT REVIEW IN ACCORDANCE
WITH Section 16.01.01.200 OF THE Rules for the Control of Air Pollution in Idaho.

77&‘—5"' 554’%« % obe ISSUED_DECEMBER 27, 1996

Date
ASSTISTANT ADMINISTRATOR EXPIRES DECEMEER 27, o001
DIVISION OF ENVIRONMENTAL QUALITY Date
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SOURCE

AIR POLLUTION OPERATING PERMIT
PERMIT NUMBER
PERMITTEE AND LODATION

Woodgrein ®iliwork, Incorporated Gi2ivi - 1016:10(6:6
Tier 11 Operating Permit
Xampa, ldaho

tThe Permittes is hereby ailowed to operate the sguipment described herein subject to
the smission Limits ang monitoring and reporting requirements specified in this permit,

Cyclone #1

EMISSIONS LIMITS

1.1 gyclone #1 Emissions Limits
Emissions of particulate matter (PM}, and particulate matter with an aerodynamic
diameter of ten (18} microns or less {PM,}, from Cyclone §1 shall not exceed any
corresponding emission rate limit, listed in Appendix A of this permit.

1.2

Visible emissions from Cyclone #1 shall not exhiblit greater than twenty percent
{20%)} opacity for a period or periods aggregating more than three {3} minutes in
any szxty {60) minute perzcd, as required by IDAPA 16.01.01.623% {

4 dahol. Opacity shall be determined using procedures
contaxned zn the Dmpartment s “Procedures Manual for Air Pellution Control™,

OPERATING REQUIREMENTS
2.1 gyelone Operation

Cyclone #1 shall be operating at all times when any particulate emission unit
served by Cyclone #1 is in cperation.

2.2 gontapl Requirement

Cyclone #1 shall have a body diameter of 8 ft, and be equipped with a fifty horse
pewer (50 hp} blewer and a sixty inch {60 in.} fan, or be a cycione guaranteed
by the manufactursr to be of equivalent or better contrel efficiency used in the
technical analysis of this permit.

2.3 Stakic Pressure

The total static pressure across Cyclone #1 blower shall not be less than ten
{1C} inches of water. If Cyclone #1 is replaced, the total static pressure shall
be maintained in accordance with the manufacturer’s specifications.

2.4 Sperating Tims
The annual operating time of Cyclone #1 shall not exceed 5,000 hours per year.
MONITORING AND RECORDKEEPING REQUIREMENTS

3.1 The total statie pressure across the Cyclione #)1 blower shall be monitored once
per calendar quarter. If the total statlc pressure remains constant for four (4)
consecutive calendar quarters, the permittee shall monitor the total static
pressure across the Cyclone #1 blower once per calendar year. All data shall be
kept on-site in a leog for a pericd of twe (2} years and made available to
Department representatives upon regquest.

3.2 The coperating hours of Cyclone #1 shall be monitored and recorded on a monthly
hasis. All data shall be kept on-site in a log for a perioed of two (2) vears and
made avallable to Department representatives upon request.

ISSUED: DECEMBER 27, 1996
EXPIRES: DECEMEER 27, 2001

TALIT Y. APERiL T WOOoE F Al et n o, P
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AR POLLUTION OPERATING PERMIT

PERMITTEE AND LOCATION

Woodgrain Miliwork, Incorporated Di2|7; - 0IDi0i6i0
Tier !! Opersting Permit
Nampa, (dabo

the Permittes is hereby ailiowed to operate the equipment described herein subisct to
the emission limits and monitoring and reporting reqirements specified in this permit.

SOURCE

PERMIT NUKBER

Cyclone #2

EMISSTONS LIMITS

i.1

“vel 42 Emiscions Limi

Emissions of PM and PM,, from Cyclone #2 shall not exceed any corresponding
emission rate limit, listed in Appendix A of this permit.

Vigible emissions from Cyclone #2 shall not exhibit greater than twenty percent
(20%) opacity for a peried or pericds aggregating more than three (3) minutes in
any sixty (60) minute period, as reguired by IDAPA 16.01.01.623 (Rules for the
i i 1. acity shall be determined using procedures
contained in the Department's “Procedures Manual for Air Pollution Control®.

COPERATING REQUIREMENTS

2.1

2.4

Gyclone Operation
Cyclone #2 shall be operating at all times when any particulate emission unit
served by Cyclone #2 is in operation.

Sentrol Reguirement
Cyclone #2 shall have a body diameter of 6.8 f£t, and be equipped with a sixty
horse power (60 hp) blower and a fifty five inch (55 in.) fan, or be a cyclene

guaranteed by the mapufacturer to be of equivalent or better contreol efficiency
used in the technical analysis of this permit.

statlc Pressure
The total static pressure acress Cyclone #2 blower shall not be less than
seventeen (17) inches of water., If Cyclone #2 is replaced, the total static

pressure shall be maintained in accordance with the manufacturer's
specifications.

. .
The annual operating time of Cyclone #2 shall not exceed 4,000 hours per year.

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

The total static pressure across the Cyclone 2 blower shall be monitored once
per calender guarter. If the total static pressure remains constant for four {4)
consecutive calendar quarters, the permittee shall monitor the total static
Eressure across the Cyclone #2 blower once per calendar year. All data shall be

ept on-site in a leog for a period of twe {2} years and made available to
Pepartment representatives upon request.

The operating heurs of Cycleone #2 shall be monitored and recorded on a monthly
basis., AllL data shall be kept on-site in a log for a period of two (2) years and
made available to Department representatives upon request.

e i
ISSURD: DECEMBER 27, 1996
EXPIRES: DECEMBER 27, 2001

AREGES - \PAITU T WO T 235 WIGER 0 L P
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SOURCE

AIR POLLUTION OPERATING PERMIY
PERNIY NUNBER

PERMITTEE AND LOCATION

woodgrain Mitluerk, lncorporated gizir! - jololsisin
Tier !l Operating Permit
Nampa, jdaho

The Permittee is hereby allowed to operate the equipment described herein subject to
the emission iimits and monitoring amd reporting requirements specified in this permit.

Cycione #3 -
e o

EMISSIONS LIMITS

1.1 1 i3 : : : o

Emissions of PM and PM,, from Cyclone #32 shall not exceed any corresponding
emission rate limit, listed in Appendix A of this permit.

1.2 Cyclone #3 Emissions Opscity Limits

Visible emissions from Cyclone #2 shall not exhibit ¢reater than twenty percent
(20%) opacity for a period or periods aggregating mere than three {3) minutes in
any sixty (60} minute period, as regquired by IDAPA 16.01.01.625 {
gRizol of Blr Poliution in Idahe). Opacity shall be determined using procedures
@0 An the Department's “Procedures Manual for Air Pollution Tontrol™,

M) g EWEAL-N,
contain

OPERATING REQUIREMENTS
2.1 Syclione Overation

Cyclone #3 shall be operating at 2l) times when Cyclone #1 is in operation,

2.2 Continl Requirement

Cyclone #3 shall have a body diameter of 10.5 ft, and be equipped with a fifty
horse power (50 hp) blower and a sixty inch ({60 in.) fan, or be a cyclone
guaranteed by the manufacturer te be of equivalent or better control efficiency
used in the technical analysis of this permit.

2.3 Static Pressyre

The total static pressure across Cyclone #3 blower shall not be less than ten
{10} inches of water. If Cyclone #3 is replaced, the total static pressure shall
be maintained in accordance with the manufacturer’'s specifications,

2.4 Operating Time

The annual operating time of Cyclone #3 shall not exveed 5,000 hours per year.
MONITORING AND RECORDKEEPING REQUIREMENTS

3.1 The total static pressure across the Cyclone #3 blower shall be monitored once
per calender ¢uarter. If the total static pressure remains constant for four (4)
consecutive calendar guarters, the permittee shall monitor the total static
pressure across the Cyclone #3 blower once per calendar year. BAlLl deta shall be
kept on-site in a log for a period ¢f two {2) years and made available to
Department representatives upon request.

3.2 The operating hours of Cyclone #3 shall be monitored and recorded on a monthliy
basis. All data shall be Xept on-site in a log for a peried of two {2} years and
made available to Department representatives upon request.

ISSUED: DECEMBER 27, 1996
EXPIRES: DECEMBER 27, 2001
o ——— L

TAIZEY. . uperm thwenaital nwagrn - n. i
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AIR POLLUTION OPERATING PERMIT
PERMITTEE AND LOCATION

Woodgrain Millwork, Incorporated lo[2[7] - lo]o]o[6]o]
Tier !1 Operating Permit
Nampa, ldeho

The Permittee is hereby allowed to cperate the ecuipment described herein subject to
the emission Limits and monitoring arndd reperting reguirements specified in this permit.

SOURCE

PERMNIT NUMBER

{ycione $4

1.

EMISSIONS LIMITE

1.1

3 " .

Emissions of PM and PM,, from Cyclone #4 shall not exceed any corresponding
emission rate limit, listed in Appendix A of this permit.

Visible emissions from Cyclione #4 shall not exhibit greater than twenty percent

(20%) cpacitg for a period or periods aggregating more than three (3) nutes in
any sixty (60) minute period, as reguired by IDAPA 16.01.01.625 {
ontrel of Bir Pol ion in Idahe}. Opacity $hall be determined using procedures

contained in the Department's “Procedures Manual for Air Pollution Control™.

CPERATING REQUIREMENTS

2.1

2.4

Syglione Qperation
Cyclone #4 shall be operating at all times when any parzticulate emission unit
served by Cyclione #4 is in cperation.

Lontrol Reguirement
Cyclone #4 shall have a body diameter of 14 f£t, and be equipped with a two
hungred horse power {200 hp) blower and a hundred inch {100 in.) fan, or be a

c¥clope guaranteed by the manufacturer to be of equivalent or better control
efficiency used in the technical analysis of this permit.

Static Pressure
The total static pressure across Cyvelene #4 blower shall not be less than fifteen

{15} inches of water., If Cyclone ¥4 is replaced, the total static pressure shall
be maintained in accordance with the manufacturer's specifications.

. .

The annual operating time of Cycloene #4 shail not exceed 5,000 hours per vear.

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

The total static pressure across the Cyclone #4 blower shall be monitored once
per calender quarter. If the totsal static pressure remaing constant for four (4)
consecutive <calendar gquarters, the permittee shall moniter the total static
ressure across the Cycione #4 blower once per calendar year. Rl data shall be
ept on-site in a log for a periecd of two (2} years and made available to
Department representatives upon request.

The operating hours of Cyclone #4 shall be monitored and recerded on a monthlg
basis. All data shall be kept on-site in & log for a period of two (2} years an
made available to Department representatives upon request.

| ISSUED: DECEMBER 27,
DECEMBER 27,

TR . .
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AIR POLLUTION OPERATING PERMIY
PERXIT NUMBER
PERMITTEE AND LOCATION

woodgratn Mitlwork, Incorporated Bl2|7: ~ 10]016i6i0
Tier {1 Operating Permit
Nampe, ldaho

The Permittes is hereby allowed to operate the equipment described herein subject to
the emission Limits and monitoring and reporting requirsments specified in this permit,

SOURCE

Lycicne #5

1. EMISSIONS LIMITS
1.1 cvelone #5 Talissions Timits

Emissions of PM and BM,, from Cyclone #5 shall not exceed any cox*espondlng
emission rate iimit, listed in Appendix A of this permit.

1.2

Visible emissions from Cyclone #5 shall not exhibit greater than twenty percent
(20%) opacity for a period or periods agyregating more than three (3} minutes in
any szxty {60) minuge perzod, as required by IDAPA 16.01.01.625 (Rules for the
e, Idaho) . Opacity shall be determined using procedures
ccntazn&d in the Department' “Procedures Manual for Air Pollution Control™.

2. GPERATING REQUIREMENTS
2.1 Syclone Qperation

Cyclone #5 shall he operating at all times when any particulate emission unit
served by Cyclione #5 is in operation.

2.2 gontrol Recudrement

Cyelone #5 shall have a body diameter of 10 f£t, and be equipped with a sixty
horse power (60 hp) blower and a sixty inch {80 in.) fan, or be a cyclone
guaranteed by the manufacturer to be of sguivalent or better control efficiency
used in the technical analysis of this permict.

2.3 2tatic Pressure

The total static pressure across Cyclone #3 blower shall not be less than eleven
(11} inches of water. If Cyclone #5 is replaced, the total static pressure shall
be maintained in accordance with the manufacturer’s specifications.

2.4 Operating Time

The annual operating time of Cyclone #5 shall not exceed 7,000 hours per year.
3. MONITORING AND RECORDKEEPING REQUIREMENTS

3.1 The total static pressure acress the Cycleone #5 blower shall be monitored once
per calender guarter. If the total static pressure remains constant for four (4}
congecutive calender ??arters, the permittee shall monitor the total static
pressure across the Cyclone #5 blower once per calendar year. ALl data shall be
kept on-site in a log for a period of twe (2) years and made available to
Department representatives upon request.

3.2 The operating hours of Cyclone #5 shall be monitored and recorded on a menthly
basis. All data shall be kept on-site in a lscg fer a period of twoe (2) years and
made available toe Department representatives upen reguest.

ISSUED: DECEMBER 27, 1996
IEXPIRES: DECEMBER 27, 2001

TRV wa s I L SRODUTRS B RN - 1, BT
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AiR POLLUTION OPERATING PERMIT

PERMITTEE AND LOCATION

Woodgrain Miliwerk, incorporated siz 71 - igioiolsio
Tier 11 Operating Permit
Nampa, ldaho

the Permittee is hershby allowed to operate the eguipment described herein subject to
the emission Limits and monitoring and reporting requirements specified in this permit.

SOURCE

PERKIT HNUMBER

Cyclone #6

.

EMTSSIONS LIMITS

1.1

1.2

Emissions of PM and PM;,, from Cyclone #€ shall not exceed any corresponding
emission rate limit, listed in Appendix A of this permit.

Vigible emissions from Cyelone #6 shall not exhibit greater than twenty percent
{20%) opacity for a pericd cor periods aggregating more than three (3} minutes in
any sixty (60) minute period, as regquired by IDRPA 16.01.01.625% (|

i EREL i }. Opacity shall be determined using procedures
contained in the Department's Procedures Manual for Air Pellution Contrel®.

OPERATING RﬁQUIREMENTS

2.1

2.4

Lygilens.Lperation
Cyclone #6 shall be in operation when Cyclone #4, Baghouse #1, and Baghouse $2,
are in operation.

Sopirel Regulrement
Cyclone #6 shall have s body diameter of & f£t, and shall be eguipped with a
seventy-five horse power (75 hp} blower, with a rated flow rate of 2,300 RCEFM,

er be a cyclone guaranteed by the manulacturer to be of equivalent or better
control efficiency used in the technical analysis of this pernit.

Bir.Liow Rate
The air flow rate through Cyclone #6 shall not exceed Z,500 actusl cublc feet per
minute, as per application. If Cyclone #6 is replaced, the air flow rate in

actual cubic feet per minute, =shall be maintained in accoerdance with the
manufacturer's specifications.

gperating Tinme

The annual operating time of Cyclone $#6 shall not exceed 7,000 hours per year.

MONITORING AND RECORDKEEPING REQUIREMENTS

The operating hours of Cyclone #6 shall be monitored and recorded on a moenthly basis.
Rll data shall be kept on-site in a log for a period of twoe ({2) years and made
available To Department represeptatives upon reguest.

ISSUED: DECEMBER 27, 1996
EXPIRES: DECEMBER 27, 2001
e ————————e e
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AIR POLLUTION OPERATING PERMIY
PERMITTEE AND LOCATION

Woodgrain #itiwork, Incorparated Gizi7| - 101010160
Tier 1! Operating Permit
Rampa,

the Permittes is hereby allowsd to operate the squipment described herein subject to
the smission Limits and monitoring and reporting requirements specified in this permit.

SOURCE

idaho

PERMIT HUMBER

Cycione #7

1.

EMISSTONS LIMITS

1.1

1.2

1 47 Emissi -

Emissions of PM and PM,, from Cyclone #7 shall not exceed any corresponding
emission rate limit, listed in Appendix A of this permit.

Visible emissions from Cyclone §#7 shall not exhibit greater than twenty percent
{20%) opacity for a period or periods aggregating more than three {3} minutes in
any s;xty (60) m;nute period, as required by IDAPR 16.01.01.623 (BRules for the
ont e Bar Po, BN An .m~e-). Cpacity shall be determined using procsdures
ccntaiaed in the Department's “Procedures Manual for Air Pollution Control®.

CPERATING REQUIREMENTS

2.1

2.3

Sentrol Reguirement
Cyclone #7 shall have a body diameter € £, and shall be equipped with a forty
horse power (40 hp) blower and a fifty inch (50 in.) fan, or be a gyclene

guaranteed by the manufacturer to be of equivalent or better control efficiency
used in The technical analysis of this permit.

Siatic Pressure
The total static pressure across Cycione #7 blower shall not be less than sixteen

{16) inches of water. Tf Cyclene #7 is replaced, the total static pressure shall
be maintained in accordance with the manufacturer's specifications.

The operating time of Cyclone #7 shall not exceed 500 hours per calenday year.

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

The total static pressure across the Cyclone #7 blower shall be monltored once
per calendar year. n8ll data shall be kept on-site in a log for a period of two
{2} vears and made available tc Department representatives upon reguest.

The operating hours of Cyclone #7 shall be monitored and recorded on 2 monthly
pasis. nAl) data shall be kept on-site in a log for a period of two {2} years and
made avallable to Department representatives upon reguest.

ISSUED: DECEMBER 27, 1996
EXPIRES: DECEHBE%_Z?, 2001

TADES L permr i WMOOGETALT wuqt-’s
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SOURCE

AIR POLLUTION QPERATING PERMIT
PERMIEIETY NUMBER
PERMITTEE AND LOCATION

Woodgrain Millwork, Incorporated Di2l7: - |oipjOl&iC
Tier 11 Operating Permit
Nampa, ldsho

The Permittee is hersby aliowed to cperate the squipment described herein subjest to
the emission Fimits and monitoring and reporting requirements specified in this permit.

Baghouse #1
e

EMISSIONS LIMITS

1.1
1.1.3 Emissions of PM and PM, from Baghouse #1 shall not exceed any
corresponding emission rate iimit, listed in Appendix A of this permit.
1.1.2 Baghouse #1 shall not exceed a grain loading of 0.02 gr/dsct.
1.2

Visible emissions from Baghouse #1 shall not exnibit greater than twenty percent
{20%} opacity for a period or periecds aggxmgat#ng mere than three (3) minutes in
any sixty {60) minute pex;od, as reguired by TDAPA 16.01.01.625 {

=N . Pollul ]y, daho) . Ovacity shall be determined using procedures
contained in Ethe Depa:tment s “Preocecures Manutal Tor Air Pollution Control™.

OPERATING REQUIREMENTS
2.1 Razgheuse Operstion

Baghouse #l1 shall be operating at all times when any particulate emission unit
served by Baghouse #1 is in operation.

2.2
The presgure drop across Baghouse $1 shall fe maintained in accordance with
manufacturer’s specifications. Documentation of the manufacturer's
specifications shall remain on-site avt all times and shall be made available to
pepartment representatives upon reguest.

2.3
Emissions from Baghouse #1 shall be vented to atmesphere for no more than 2500
hours per calendar year. AL all other times, emissions from Baghouse #1 shall
be vented into Building #3.

2.4

Within ninety (90} days of the issue date ¢f this permit, the Permittee shall
install, calibrate, maintain, and operzte, in accordance with manufacturer's
specifications, equipment te continucusly measure the pressure differential
across Baghouse #1.

MONTTORING AND RECCRDKEEPING REQUIREMENTS

3.1 The folilowing parameters shall be monitored and recerded. A1l data shall be kept
on—site in a log for a period of two {2} years and made available to Department
representatives upon request.

3.1.1 The number of hours Baghouse #1 is vented to atmesphere shall be
monitored and recorded on a daily basis.

3.1.2 The pressure drop acress Baghcgse #1 shall be monitored and recorded on
a monthly basis.

1996§

ISSUED: DECEMBER 27,
.sxyznzs-_nmcguzgn
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AlR POLLUTION OPERATING PERMIT
PERMIYT NUMBER
PERMITYEE AND LOCATION

Woodgrain Millwork, incorporated Gi2i?7] - (8i0G1610
Tier 11 Operating Permit
Kampa, ldaho

The permittee is hereby aliowed to operate the squipment described herein subject to
the emission Limits and monitoring and reporting reguirements specified in this permit.

Bachouse #2

EMISSIONS LIMITS

i.1
1.3.1 Emissions of PM and PM,, from Baghouse #2 shall not exceed any
corresponding emission rate limit, listed in Appendix A of this permit.
1.1.2 Baghouse #2 shall not exceed a grain loading of 0.02 gr/dsct.
i.2

Visible emissions from Baghouse #2Z shall not exhibit greater than twenty percent
{20%) opacity for a period or periods aggregating more than three {3} minutes in
any sxxty { 50} minute p&rzod, as required by IDAPA 16.01.01.625 (Rules for the
L.ALL Po L0 "q;a-). Opacity shall be determined using procedures
contaxned in Ehe Department s “Procedures Manual for Ady Pollution Control™.

OFERATING REQUIREMENTS
2.1 Baghouse Operation

Baghouse #2 shall be coperating at all times when apy particulate emission unit
served by Baghouse #2 is in operation.

2.2
The pressure drop across Baghouse $#2 shall be maintained in aceordance with
manufacturer's specifications. Documentation of the manufacturer's
specifications shall remain on-site at z2ll times and shall be made available to
Department representatives upon request.

2.3
Emissions from Baghouse #2 shall be vented to atmesphere for no more than 2500
hours per calenday year. At all other times, emissicens from Baghouse #2 shall
pe vented into Bullding #3.

2.4

wWithin ninety (90} days of the issue date of this permit, the Permittee shall
install, <¢alibrate, maintain, and operate, in accordance with manufacturer's
specifications, eguipment te continuously mmeasure the pressure differential
across Baghouse #2.

MONITORING AND RECORDKEEPING REQUIREMENTS

2.1 The following parameters shall be monitored and recorded. All data shall be kept
on-site in a log for a period of two {2) yvears and made available to Department
representatives upon reguest.

3.1.1 The number of hours BRaghouse #2 is vented to atmosphere shall be
menitored and recorded on & daily bkasis,

3.1.2 The pressure drop across Baghouse #2 shall be monitored and recorded on
a monthly basis.

ISSUED: DECEMBER 27, 1996
| EXPIRES: DECEMBER 27, 2001

TAIIEY. \pern,‘; Wi Tanh :ﬂn "
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SOURCE

AIR POLLUYION OPERATING PERMIT

PERMIY WNUMBER

PERMITYEE AND LOCATION
Woodgrain Millwork, Incorporated [0‘2‘7‘ - |G|G|9|618l

Tier i Dperating Permtt

Nampa, idaho

The Permittee is hereby aiiowed to operate the equipment described herein subject to
the emission i{imits and monitoring and reporting requirements specified in this permit.

Veneer Drvers {(3)

EMISSTONS LIMITS

1.1

Emissions of PM and PM,, shall not exceed any corresponding emission rate limit
listed in Rppendix A of this permit.

Vigible emissions from any veneer dryer shall not exhibit greater than twenty
percent (20%) cpacity for a period or periods aggregating more than three ({3)
minutes in any szxty (60} mlnut& period, as required by IDAPR 16.01.01.625 (Rulss

: . ; daho). Opacity shall be determined using
procedffes conta;ned in the Depaxtment s “Procedures Manual for Adir Pellution
Contro

OPERATING REQUIREMENTS

2.1

Yeneer Drvers Fuel Tvpe
Veneer dryers shall be fired by natural gas exclusively.
W i » =

The maximun amount of veneer dried shall not exceed the capacity to produce any
of the following:

2.2.% 30,000 doors per week
2.2.2 1,560,000 dcors per year

MONITORING AND RECORDRKEEPING REQUIREMENTS

3.1

The number eof finished door units produced which require veneer, shall be
monitored and recorded on a weekly basis. BAll data shall be kept on-site in a
log for a period of twe (2) years and made available to Department
representatives upon reguest.

ISSUED: DECEMBER 27, 1996
EXPIRES: DECEMBER 27, 2001
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AIR POLLUTION OPERATING PERMIT
. PERMIT NUMNBER
PERMITTEE AND LOCATION

Vogdgrain Millwork, Incorporated g|2i7i - (6i0]|0lai0
Tier 1! Operating Permit
Nampa, idaho

the Permittee fs hersby sliowed to operate the equipment described herein subject to
the emission Limits ard monitoring and reporting requirements specified in this permit.

SOURCE
Fugitives
1. CPERATING REQUIREMENTS
1.3 ‘Fugitive emissions generated from loading bins, target boxes, traffic on paved

or unpaved roads, or any other sources of fugitive emissions, shall be controlled
in accordance with IDAPA 16.01.01.650 (Rules for the Conirold of Air Pollution in
Idahe). Some of the efficient and reasonable controls may include, but shall not
be limited te the feollowing:

1.31.1 Use of water or envirenmentally safe chemicals;

1.1.2 Application ¢f dust suppressants;

1.1.3 Use of control equipment;

1.31.4 Covering of trucks;

1.1.5 Paving roads; and

1.1.6 Prompt removal of earth or other stored material from streets, where
practical.

ISSUED: DECEMBER 27, 193¢
EXPIRES: DECEMBER 27, 2001
e e e
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AIR POLLUTION OPERATING PERMIY
PERMNIT NUMKMBER

PERMITTEE AND LOUATION

dHowdgrain Miltwerk, Incorporated 01217 -~ 10:0|0léi0
Tier [i{ Opersting Permit
Nampe, Idaho

The Permittee is hereby allowed to operpte the equipment described herein subject 1o
the emission Limits and monitoring arxi reporting requirements specified in this permit.

SOURCE

Fugitives

Appendix A
Woodgrain Millwork, Incorporated ~ Nawmpa

Hourly (lb/hr) and Asnnual (T/yr) Point Source Emiscions Limits*

Cyclone #£1 4.18 10.44 4.18 10.44
Cycleone #2 3.07 6.15 3.07 6.18
Cyclone #3 4.18 10.44 4.18 1C.44
Cyclone #4 12.41 31.02 12.41) 31.02
Cyclone #£5 4.76 16.65 4.78 16.65
Cyt¢lone #6 C.64 2,25 0.64 2.28
Cyelone #£7 2.24 .56 2.24 0.56
Baghouse #1 4.31 5.39 4.31 £.39
Baghouse #2 5.82 727 5.82 7.27
Veneer Drying (3) .48 2.10 0.48 2.1i0
Total 42 .09 L 32.27 42.09 92.27

As determined

by a peoliutant specific U.S.

EPA reference method,

Department approve

alternative, or as determined by the Department’'s emission estimation methods used in th

permit application analysis.

Particulate matier.

Particulate matter with an aerodynamic diameter of ten (10) microns or less.

ISSUED:

DECEMBER 27,
EXPIRES: DECEMBER 27,

1996
2001
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FACILITY PERMIT #(27 ~00060

OPERATING PERMIYT GENERAL PROVISIONS

All emissions authorized herein shall be consistent with the terms and conditions
of this permit. The emission of any pellutant in excess of the limitations
specified herein, or noncompliance with any other condition or limitation
contained in this permit, shall constitute a viclation of this permit and the
riles for the Control of Air Pollution in Idahe, and the Environmental Protection
and Health Act, JIdaho Code 38-101 et. sedq.

The Permittee shall at all times {except as provided in the Kules for the Control
of Adr Pollution in JIdaho) maintain in good working order and cperate as
efficiently as practicable, all treatment or contrel facilities cr systems
installed or used to achieve compliance with the temms and c¢onditions of this
permit and other applicable laws for the control of air pollution.

The Permitfee shall allow the Director, and/or his authorized representative(s},
upoen the presentation of credentials:

To enter upon the Permittee's premises where an emission source is lecated, or
in which any records are reguired to be kept under the terms and conditions of

" this permit; and

At reasonable times to have access to and copy any records reguired to be kept
under the terms and conditions of this permit, to inspect any monitoring methods
required in this permit, and to reguire stack emission testing (i.e., performance
tests) in conformance with state approved or accepted EPA procedures when deemed
appropriate by the Director.

Except for data determined to be confidential under Section 39-117], Idaho Code,
all reports prepared in accerdance with the ferms of this permit shall . be
available for public inspection at the appropriate regional office of the
Division of Enviroamental Quality.

Neothing in this permit is intended te relieve ¢r exempt the Permiitee from
compliance with any applicable federal, state, or local law or regulaticn, except
as specifically provided herein.

In the event of any change in control ¢or ownership of source{s) from which the
authorized emissions emanate, the Permittee shall notify the succeeding owner or
controller of the existence of this permit by letter, a copy of which shall be
forwarded to the Director.

This permit shall be renewable on the expiration date, provided the Permittee
submits any and all information necessary for the Director €o determine the
amount and type of air pollutants emitted from the equipment for which this
permit is granted. Failure to submit such information within sixty (60) days
after receipt of the Directer's request shall cause the permit to be voided.

The Director may require the Permittee to develop a list of Operztion and
Maintenance Procedures which must be approved by the Department. Such 1list of
procedures shall become a part of this permit by reference, and the Permittee
shall adhere toe all o¢f the cperaticon and maintenance procedures csontained
therein.

l 1SSUED: DECEMBER 27,
EXFIRES: DECEMBER 21:

1996
2001
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FACILITY PERMIT #0827 -00060

Performance tests {i.e.; ailr emission source tests) conducted pursuant to testing
recuirements in this permit must be gonducted in accordance with the Department's
Procedures Manual for Air Pollution Centrol. Such testing shall not be conducted
on weekends or state holidays unless the Permittee obtains priocr Department
approval.

The Permittes shall submit a test protocel and a proposed test date for each
performance test required by this permit to the Department for approval at least
thirty {30) days prior tc sach respective test date (including each test date for
periecdic tests such as, for example, annual tests). The Permittee shall promptly
notify the Department of any change in the proposed test date and shall provide
at least five ({5} working days advanced notice prior to conducting any
reschedulied test, unless the Department approves a shorter notice peried.

Within forty-five (45) days of the date on which a performance test required by
this permit is concluded, the Permittee shall submit to the Department a
performance test report for the respective test. The performance tTest report
shall include any and all process operating data required to be recorded during
the test period as well as the test results, raw test data, and associated
documentation,

The maximum allowable scurce operating rate shall be limited to 120% of the
average cperating rate attained during the most recent performance test conducted
pursuant to this permit which demonstrated compliance with the respective
pollutant emission limit unless; {1} a more restrictive operating limit is
specified elsewhere in this permit or; (2} at such an operating rate, emissions
would exceed any emission limit{s) set forth in this permit.

The provisions of this permit are severable; and i1f any provision of this permit
to any circumstance is held invalid, the application of such provision to other
circumstances, and the remainder of this permit shall not be affected thereby.

ISSUED: DECEMBER 27,
lExpIRES: DECEMBER 27,

1996
2001
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